Product Specifications:
-Pole: 4" diameter round aluminum pole shaft conforms to ASTM B221 with extruded 6063 aluminum heat treated post welding to T6 temper. Shaft is free of longitudinal welds. Black powder coat.
-Embedment: This pole gets embedded directly into the ground and does not require any anchor bolts. Typical embed length is 3 ft. A 1.5" grommeted cable entry is provided 18" below grade, in line with the hand hole.
-Hand Hole: 2" X 4" hand hole with cover and stainless steel screws. Grounding provision is provided near opening.
-Pole Top: A removable pole cap or welded tenon (2-3/8", 3" or 4") is provided.
-Decorative Base: 2-piece clamshell design for easy and damage-free installation. Four stainless steel screws (2 each for upper and lower halves) are provided to attach the base halves together for seamless look.
-Color: Entire assembly is powder coated in Black. No other color options are available.
-Base Height: 19"
-Base Width: 13"
-Aluminum pole diameter: 4"
-Available overall heights: 8ft, 10ft, 12ft, 14ft, 16ft max.

Maximum Wind Rating (with EPA of 1.0):
-8 ft. above-grade - 180mph
-10 ft. above-grade - 180 mph
-12 ft. above-grade - 180 mph
-14 ft. above-grade - 150 mph
-16 ft. above-grade - 140 mph