Ultra efficient LED and optical design
Replaces 150W MH floodlights
100,000 hour life based on LM-80 tests
Air-flow technology heatsink
NEMA type - 7H x 6V
5-year warranty

**LED Info**

- Watts: 39W
- Color Temp: 5000K (Cool)
- Color Accuracy: 65 CRI
- L70 Lifespan: 100,000
- LM79 Lumens: 4,596
- Efficacy: 112 LPW

**Driver Info**

- Type: Constant Current
- 120V: 0.35A
- 208V: 0.20A
- 240V: 0.18A
- 277V: 0.15A
- Input Watts: 41W
- Efficiency: 95%

**UL Listing**: Suitable for wet locations. Suitable for mounting within 1.2M (4FT) of the ground.

**IP Rating**: Ingress Protection rating of IP65 for dust and water.

**EPA**: 0.75.

**NEMA Type**: 7H x 6V

**Ambient Temperature**: Suitable for use in 40°C ambient temperatures.

**Cold Weather Starting**: The minimum starting temperature is -40°F/-40°C.

**Thermal Management Housing**: Superior heat sinking with external Air-Flow fins.

**Reflector**: Specular vacuum-metallized polycarbonate.

**Gaskets**: High-temperature silicone gaskets.

**California Title 24**: Complies with California Title 24 building and electrical codes.

---

Energy Light Inc.  800 E. Northwest Highway Palatine, IL 60074