LED Post Light 170 Watt. Part #DISK170

**Product Description:**
- This post-top LED Area light easily fits over a 2-3/8” tenon, It comes with a 5 Year Warranty and is also available with a base to fit over 3” poles or tenons. Equivalent to 400 Watt Metal halide or High Pressure Sodium Lights. Availability: 3-4 week lead-time.

**Product Specifications:**
- UL Listing: Suitable for wet locations
- Power: 170 Watts
- Output Lumens: 17,500 lumens
- Lumens per Watt: 103 lumens per watt
- Color Accuracy (CRI): 70 CRI
- Correlated Color Temp. (Nominal CCT): 5000K
- Cold Weather Starting: Minimum starting temperature is -40°F / -40°C
- Ambient Temperature: Suitable for use in 40°C (104°F) ambient temperatures
- Effective Projected Area: EPA = 1.2
- Thermal Management: Superior heat sinking with external air-flow fins
- Housing: Precision die-cast aluminum, Type V distribution
- Support Arms: Extruded aluminum – Assembly required
- Lens: Clear tempered glass lens
- Gaskets: High-temperature silicone
- Finish: Chip and fade resistant polyester dark bronze powder coat finish
- Green Technology: Mercury and UV free, and RoHS compliant

**LED Information:**
- Watts: 170W
- Color Temp: 5000K (Cool)
- Color Accuracy: 70
- L70 Lifespan: 60,000
- Lumens: 17,50000
- Voltage: 120-277 Volt
- HID Equivalence: 400 watt Metal Halide or HPS.