40 Foot 10 Inch Hurricane Rated Round Tapered Aluminum Light Pole
Wall Thickness - .312 inches – Part #: H40A10RT312

Mounting Height: 40 ft
Wall Thickness: .312 in
Butt Diameter: 10 in
Top Diameter: 6 in
Base Diameter: 14 in
Bolt Circle: 14 - 15 in
Bolt Projection: 3.25 in
Bolt Size: 1.25 x 48 x 4
Net Weight: 410
Luminary Weight: 330

Maximum EPA

115 MPH: 28.5
120 MPH: 25.9
130 MPH: 21.5
140 MPH: 18.4
150 MPH: 15.5
160 MPH: 13.2
170 MPH: 11.2
180 MPH: 9.7

Grounding Provision Opposite Handhole
- For 4"-6" OD Poles
- Handhole Frame Tapped 3/8"-16 NC for Grounding For 7"-10" OD

- Reinforced Handhole with Cover and Stainless Steel Hex Hd Screws for Poles:
  - 3" x 5" For 6" Poles
  - 4" x 6" For 7" and larger Poles
- Handhole (2" x 4") with Cover and Stainless Steel Hex Hd Screws for Poles with 4" - 5" butt diameters

"C" Butt Diameter
Base Flange Alloy 356-T6
With Bolt Covers and SS Hex Hd Screws

Energy Light, Inc.  800 E. Northwest Hwy  Palatine, IL  60074